April 2005

J-BOSC TECHNICAL EXHIBIT 5.5-827

1. Road Right-of-Ways.  All road right-of-ways are considered semi-improved "A" grounds except for areas designated as improved grounds.  Mow to the tree line on all roads.  Fertilize only the road right-of-way which extends 15 feet from the side of the pavement as necessary to maintain a lush appearance and to prevent erosion.

2. Ditches.  All ditches are considered semi-improved "B" grounds.  For canals (those having permanently standing water) the Contractor is responsible for maintaining access trails.  For AF only all canal cleaning (with heavy equipment and herbiciding) shall be accomplished by type 3C work orders or a CCR.

3. Power Line Right-of-Ways.  All power line right-of-ways are considered semi-improved "B" grounds.  Overhead lines shall be maintained with a 30' right-of-way and underground lines will have a 15' right-of-way.  The Florida Power and Light (FPL) main transmission line right-of-way is maintained by FPL. 
4. Samuel C. Phillips Parkway.  Samuel C. Phillips Parkway (from the main gate to the industrial area) is considered to be semi-improved "A" grounds.  The exception being, the grass in these areas shall be maintained to a uniform height between 4 and 8 inches (height not to exceed 8" vs 15") and random debris shall be removed three times per week (including into the brushline).

5. Skid Strip Overruns and Distance Markers.  The Skid Strip overruns and the Skid Strip distance markers are considered to be semi-improved "A" grounds.  The exception being, the grass in these areas shall be maintained to a uniform height between 4 and 8 inches (height not to exceed 8" versus 15").   NOTE:  Special attention must be given to the Skid Strip distance markers (lights) to ensure they remain fully visibility at all times.

6. Fire and Security Breaks.  All Fire/Security breaks (some areas also serve as camera site lines), as shown in Technical Exhibit 5.5-826 and T.E 7.0-016, are to be maintained as semi-improved "B" grounds.  Trees, bushes, and shrubs too large to be cut with mowers shall be brought to the attention of the government for action by 3C type work or a CCR. 

7. Jogging Trail and PAR Course.  The jogging trail and PAR course are to be maintained as improved grounds.  In addition, the following specifications apply:

a) The jogging trail is considered improved grounds and where practical, grass shall cover the trail to a minimum width of 4-feet on each side of the center line with no soft spots.  The PAR course is intended to be soft and the Contractor shall remove vegetation and roots.

b) Both the PAR course and the jogging trail shall be cut back to a width of four to six feet on each side of the trail Center line, and to a height of 10-feet.  Both shall be inspected monthly for erosion, and divots that could affect running conditions.  Repairs shall be made within 5 working days to prevent unsafe running conditions.  In addition, all trail signs shall be inspected for legibility, color, condition, attachment, and sign posts shall be checked for vertical position and secure entrenchment.  Report all defects to the government.

8. Fence Lines.  A clear zone shall be maintained 30' each side of fence in improved and semi-improved "A" grounds.  Mow grass to within twelve inches of fence lines, use weedeaters to fenceline.  

9. AF Gravesites.  Gravesites shall be maintained as semi-improved "A" grounds.

10. AF Softball Field.  The softball field (industrial area) is considered improved grounds.  It is sodded with Bermuda grass and shall be cut to a height between .5 and 1.5 inches using freshly sharpened mower blades.  The Contractor shall maintain the clay areas to original condition.

11. Camera Roads.  Grass growth adjacent to camera roads shall be maintained as semi-improved "B".  The camera pads shall be mowed when required for use on test support.
12.  “The contractor shall maintain existing “cleared” Lines of Sight (LOS), fence lines and utility corridors in conformance with Technical Exhibit 5.5-827.  Contractor is expected to maintain approximately 250 acres of LOS and 450 acres of utility corridors under this contract.  LOS includes Range, Public Affairs (VIP/press site views and navigational Aid Range Markers.  The contractor shall also provide initial clearing of LOS, fence lines and utility corridors as Type 3C projects.”  (Mod 293)
13. The CCAFS Fire Station will be mowed as a semi-improved mowing schedule.  This service will include mowing the grass twice a month (April – Sept); once a month (Oct – Mar, 18 total mowings).  The contractor will edge and clean debris from side walks and driveways on frequencies noted above with 18 total edgings/cleanings; trim obstacles and ditch banks 10 times per year; weed landscapes beds and mow grass around the retention pond four times per year on a quarterly basis. (Mod 348, CCR 05-39)
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