J-BOSC Tech Exhibit 7.0-016
KSC GROUNDS MAINTENANCE

a.  Change the wording on the VAB AREA (Chart D) to read as follows:

Grounds between Chart numbers 1 and 27, East of Kennedy Parkway North are to be kept mowed between 4” and 8”.  Chart numbers 27 through 30, and all other areas of this chart (EXCEPT for the Kennedy Parkway which must be kept between 4” and 8”) are to be kept between 4” and 15”.  Back slopes on Kennedy Parkway that carry water all year can be kept between 4” and 24”.

b.  Change the wording on the CONTRACTOR’S ROAD AREA (Chart E) to read as follows:

All areas on this chart are to be kept between 4” and 15”.  Maintain existing firebreak mowed between 4” and 8” from Facility K6-2197 to Instrumentation Road.

c.  Change the wording on the KSC INDUSTRIAL AREA (Chart H) to read as follows:  

NASA Causeway West, NASA Parkway East, Kennedy Parkway South, and the area bounded by First Street, NASA Parkway, A Avenue, and F Avenue, to be kept between 4” and 8”.

All other mowed areas kept cut to between 4” and 15”.  Exception, Between 1st St. and 2nd ST., from A ave. through F ave. to be kept mowed between 2.5” and 4.5”.

d.  Add Space Commerce Way roads & grounds support.  Support will include the following:  1. Mowing:  Frequency has been established based on customer’s requirements of two times per month during growing season (6 months) and once per month during the dormant season (6 months). 2 Herbicide Application:

The area that requires herbiciding has 500,028 ft2 of canal area and 60,000 ft2 of pond area. 3.  Sign Maintenance:  There are an estimated total of 28 signs along the Space Commerce Way.  4.  Erosion Control: Provide erosion control to road shoulders, head walls and berm areas.  Additionally there are ten (10) storm water control structures, which require visual inspections.  5.  Low Voltage Electrical Support:  Support to lighting system and maintenance to low voltage electrical systems and poles. 

e.  New SERPL Facility (M6-1025) Roads & Grounds maintenance.  SGS will be responsible for maintaining all grounds and associated landscaped areas as well as parking lots, roads and all other paved areas inside the fence of the facility.  Task includes mowing, fertilizing, edging, landscape maintenance, shrub bed mulching, tree trimming, application of herbicides, road and parking lot maintenance and erosion control.  Mowing shall be done weekly during growing season and twice a month during the dormant season.  
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f. Jerome Borrow Pit:  Contractor to provide maintenance to perimeter fence and gates.  Maintain the access road to the borrow pit interior road surface, mow vegetation along fence line and interior road shoulders.  Maintain and clear debris on the portion of the ditch around the wetland area inside the perimeter fence line.  
g. New OSB II facility (K6-1249) Roads & Grounds maintenance.  SGS will be responsible for maintaining all grounds and associated landscaped areas as well as parking lots, roads and all other paved areas related to this new facility.  Task includes mowing, fertilizing, edging, landscape maintenance, shrub bed mulching, tree trimming, application of herbicides, road and parking lot maintenance and erosion control.  Mowing shall be accomplished in accordance with 2.2.2-2, improved area.  (Mod 290)
h. New NASA Training Facility (M6-0570) Roads & Grounds maintenance.  SGS will be responsible for maintaining all grounds and associated landscaped areas as well as parking lots and side walks adjacent to the facility.  Task includes mowing, fertilizing, edging, landscape maintenance, shrub bed mulching, tree trimming, application of herbicides, side walk and parking lot maintenance and erosion control.  Scrubs, trees and plants shall be maintained three times per year.  Mowing will extend 75 feet from the building on the South, East and West and extend from the building to the parking lot on the North.  Mowing shall be treated as an improved area.  (Mod 292)
	2.2.2-1
	90% of the dumpsters no more than three-quarters full.  No dumpster so full that doors can not be fully closed

	2.2.2-2

KSC
	Maintain Grass Height:

· Improved:  3.5 to 6.5 inches
· Semi-Improved A:  4 to 15 inches

· Semi-Improved B:  4 to 24 inches

· Road Shoulders:  4 to 8 inches

	2.2.2-3

KSC
	Fertilize:

· All Areas:  Spring & Fall

	2.2.2-4

KSC
	Monoculture of Grassed Areas:

· Semiannually

	2.2.2-5

KSC
	Herbicide:

· Quarterly

	2.2.2-6

KSC
	Edging:

· Improved Grounds:  Monthly (Spring & Summer)/Quarterly (Fall & Winter)

· All Other Areas:  Quarterly 

	2.2.2-7
KSC
	Cleaning, replenishing Rock and Applying Herbicides:
· Semiannually

	2.2.2-8
KSC
	Cleaning Plant Beds, fertilizing, mulching, and trimming shrubs
· Annually

	2.2.2-9
KSC
	Animal carcasses cleared from roadway within 4 hours of notification


